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JX series single stage rotary vane vacuum pump set
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JX—40/63/100/160/202/250/302Technical parameter for single—stage rotary vane vacuum pump set

A EMODEL X 0s
T EITEMS Units| JX-40 JX-63 JX-100 | JX-160
#0 E % /Rated Speed m®/h 40 63 100 160
R BRJE 71/Utmost Pressure mbar| 0.1-0.5 | 0.1-0.5 | 0.1-0.5 | 0.1-0.5 | 0.1-0.5 | 0.1-0.5 | 0.1-0.5
ZE KB E/Configuration = X-40 X-63 X-100 X-160 X-202 X-250 X-302
HES O 48 5/Whorl of outlet inch [ 1*G1%4" | 2*c1%4" | 2G1%4" | 1°G2" 1*G2" 1*G2" 1*G2"
&S @ ZFM/Tank capacity L 125 125 125 300 300 300 300
B O/ Whorl of inlet inch | G1'4" G14" a14" a2" Aot o Go"
B Y157 E I #/Motor rated power| kW 1.1 1.5 2.0 4 A 5.5 75
B E®/Total weight kg 115 150 164 317 317 385 390
4pZ R <F/Vacuum pump size cm (124 x41x 99150 x 51 x 115150 x 51 x 115[179 x 66 x 1541179 x 66 x 1541183 x 70 x 1541183 x 70x 1

o REZFHAKER, RAFTURITFARASH R4,
According to customer's specific needs,
our company can design different combinations of pump set.
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